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VIDEO & SOUND PROFESSIONAL BROADCAST - Equipos Comunicaciones por Fibra Optica - Calidad Broadcast
AK 2F ANALOG TWISTED CU
0105

Descripcion/ Description

Cable audio profesional balanceado .Cu O.F.C. Superflexible. Triple
‘ pantalla (PTC SC + Cu + Cu)
Professional balanced audio cable .Cu O.F.C Superflexible. Three

shielded (PTC SC + Cu + Cu)

Construccion / Construction

1.Conductor (1 par/ 1 pair):

1.1 Cada conductor/Each conductor:
Cu O.F.C.

25x 0.10 mm A (AWG 24)

DIN 1787

1.2 Aislante / Insulation
PPEX PE H 899
A 1,30 mm

2. Pantallas Generales/ General Shields ( 3 pantallas/ 3 shields)

2.1 Primera Pantalla / First Shield
PTC SC
IEC 701

2.2 Segunda Pantalla / Second shield
Spiral Cu 100% UNE 21-011

2.3 Tercera Pantalla / Third shield
Spiral Cu 100% UNE 21-011

3. Cubierta Externa / General Jacket

A 6,20 mm
PTC UNE 21-031

M Peso/Weight (Kg/Km) :55
M Colors: Black, Green, Blue, Grey , Red

REVISION DATE: 18-10-2004
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ANALOG TWISTED CU

Propiedades Eléctricas / Electrical Properties

Impedancia del nacleo @ 1Khz/impedance @ 1Khz W/Km 86,3506
Cap. between Conductor  and other to shield @ 1khz | "™ 84,8445
Resistencia malla en DC/shield DC resistance W/Km 12,1319
e o e win | onasas
Cap. between condustor to onductor @ Kz prim 418348
e e ancs i
ATENUACION/ATTENUATION Frec (Khz) dB/100m
348,259 -1,54
2712,935 -5,65
5125,871 -8,59
6814,925 -9,72
7538,806 -10,84
8745,274 -12,14
9469,154 -12,21
9951,741 -12,29
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VIDEO & SOUND PROFESSIONAL BROADCAST

- Cables

AK 2F ANALOG TWISTED CU
0105
Ohm/km Ohm/km
conductor IMPEDANCE conductor (inner) RESISTANCE
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