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Aplicaciones / Application 
 

Cable de audio profesional compuesto por un 
par balanceado con conductores CuSn O.F.C 
aislados con polietileno expandido de muy baja 
capacidad. Cubierta general de PTC NBR 
superflexible. Doble pantalla Cu + Cu 
Spiralada. Refuerzo de Aramida  para soportar 

fuerzas de tracción de hasta 142 Kg, lo que lo hace ideal para aplicaciones móviles. 
Respuesta en frecuencia lineal entre 20Hz y 20 Khz. 
 
Professional audio cable composed of a balanced pair with CuSn conductors insulated 
with extremely low capacitance expanded Polyethylene. Double spiraled Cu+Cu shield. 
Aramid reinforcement to increase tensile strength up to 142 kgs, which makes it perfect 
for mobile applications. Linear-frequency response between 20 hZ and 20KHz. 

 
Construcción / Construction 
 
1.Conductor (1 par/ 1 pair): 
 
 1.1 Cada conductor/Each conductor: 

CuSn O.F.C. 
16 x 0.20 mm  (AWG 20) 
DIN 1787 

 

1.2 Aislante / Insulation: 
PEX PE H 899 

   1,70 mm 
 
2. Elemento de tracción/Strength member: 
Hiladuras de Aramida/ Aramid Yarns. 
Breaking Strength: 142 Kg. 
 
3. Pantallas Generales/ General Shields ( 2 pantallas/ 2 shields): 
 

2.1 Primera Pantalla / First shield:  
Spiral Cu 100%   UNE 21-011 
 
2.2 Segunda Pantalla /Second shield:  
Spiral Cu 100%   UNE 21-011 

 
4. Cubierta Externa / General Jacket: 
 6,60 mm  
PTC    UNE 21-031  
 
 
 
 Peso/Weight ( Kg / Km )  : 69 
 Colors: Black  

REVISION DATE: 03-05-2012 
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Datos Técnicos / Data Sheet 
 
Propiedades Eléctricas / Electrical Properties  
 

Impedancia del nucleo @ 1Khz/impedance @ 1Khz /Km 86,6735 

Cap. conductor  a conductor y masa @  1Khz/  
Cap. between Conductor  and other to shield @ 1Khz  

pF/m 110,722 

Resistencia malla en DC/shield DC resistance  /Km 11,8823 

Resististencia del vivo en DC/ 
Conductor  DC Resistance   

/Km 86,7256 

Cap. entre conductor  y conductor a @ 1Khz/ 
Cap. between conductor  to  conductor @ 1Khz 

pF/m 57,59 

Inductancia del vivo a 1Mhz/ 
Conductor inductance @ 1Mhz 

μH/m 0,677718 

Temperatura de empleo en régimen continuo/ 
Operating temperature in continuous rating 

ºC -40 to 70 

ATENUACIÓN/ATTENUATION Frec (Khz) dB/100m 

 348,259 -1,50 

 2712,935 -7,18 

 5125,871 -10,72 

 6814,925 -13,35 

 7538,806 -14,30 

 8745,274 -16,20 

 9469,154 -17,31 

 9951,741 -17,49 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 CAPACITANCE conductor to conductor
50

51

52

53

54

55

56

57

58

59

10
,0

0

41
0,

00

81
0,

00

30
00

,0
0

70
00

,0
0

10
00

0,
00

50
00

0,
00

90
00

0,
00

30
00

00
,0

0

70
00

00
,0

0 H z

pF/ m CAPACITANCE  conductor & other  to shield
95

100

105

110

115

120

125

130

135

10
,0

0

41
0,

00

81
0,

00

30
00

,0
0

70
00

,0
0

10
00

0,
00

50
00

0,
00

90
00

0,
00

30
00

00
,0

0

70
00

00
,0

0
Hz

pF/ m



 
 
 
 

Las especificaciones están sujetas a cambio sin previo aviso                       Specifications subject to change without prior notice 
 

Diputació 203  08011 Barcelona  Spain  Tel. 34 93 451 78 30  Fax 34 93 323 75 88   http://www.percon.es 

 VIDEO & SOUND PROFESSIONAL BROADCAST 

 Cables Audio & Vídeo  Conexiones  Conectores 
 Accesorios  Soporte Técnico 

 Equipos Comunicaciones por Fibra Óptica  Calidad Broadcast  

AK 2G SUPERFLEX        ANALOG TWISTED CU + CU 
0094 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

conductor  (inner) RESISTANCE 

0

50

100

150

200

250

300

350

400

10
,0

0

41
0,

00

81
0,

00

30
00

,0
0

70
00

,0
0

10
00

0,
00

50
00

0,
00

90
00

0,
00

30
00

00
,0

0

70
00

00
,0

0

Hz

Ohm/ k m
 conductor IM P EDANCE 

0

500

1000

1500

2000

2500

3000

3500

4000

4500

10
,0

0

41
0,

00

81
0,

00

30
00

,0
0

70
00

,0
0

10
00

0,
00

50
00

0,
00

90
00

0,
00

30
00

00
,0

0

70
00

00
,0

0

Hz

Ohm/ km

co nducto r  IN D UC T A N C E

0

0,1

0,2

0,3

0,4

0,5

0,6

0,7

0,8

0,9

10
,0

0

41
0,

00

81
0,

00

30
00

,0
0

70
00

,0
0

10
00

0,
00

50
00

0,
00

90
00

0,
00

30
00

00
,0

0

70
00

00
,0

0

Hz

uH/ m
 shield RESISTENCIA 

0

5

10

15

20

25

30

35

40

45

50

10
,0

0

41
0,

00

81
0,

00

30
00

,0
0

70
00

,0
0

10
00

0,
00

50
00

0,
00

90
00

0,
00

30
00

00
,0

0

70
00

00
,0

0

Hz

ohm/ km

 A T T EN UA T ION
-20

-18

-16

-14

-12

-10

-8

-6

-4

-2

0

34
8,

26

12
16

,9
2

20
85

,5
7

29
54

,2
3

38
22

,8
9

46
91

,5
4

55
60

,2
0

64
28

,8
6

72
97

,5
1

81
66

,1
7

90
34

,8
3

99
03

,4
8

KHz

dB


