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Aplicaciones / Application

Compuesto por quads. Cancela el ruido inducido

@ electromagnéticamente por los reguladores de voltaje ( dimmers) ,
fluorescentes y transformadores de potencia. Se encuentra
comunmente en aplicaciones de difusion donde fue empleado
originalmente debido a su excelente relacion SNR, especialmente a través de cables largos.

It is composed of quads. It cancels electromagnetical induced noise from SCR dimmer packs.,
florescent lighting ballast and AC power transformers.It is commonly found in broadcast
applications where it was originally employed because of its excellent SNR ratio capabilities,
specially over longer cable rums.

Construcciéon / Construction

1. Cada cuadrete/ Each quad (1 quad(*)/l quad(*)):
1.1 Cada conductor/Each conductor:

1.1.1 Cada conductor
Cu O.F.C.

80x0,05 mm 4 (AWG 26)
DIN 1787

1.1.2 Aislante / Insulation
PEX IEC 708

A 1,0 mm

1.2 Pantalla del Quad /Quad Shield:
Spiral Cu 100%  UNE 21-011

1. 3 Cubierta General / General Jacket:
A 4,75 mm
PTC UNE 21-031

M Peso/Weight (Kg/Km) : 35
M Colors: Green
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Datos Técnicos / Data Sheet

Propiedades Eléctricas / Electrical Properties

Impedancia nominal/ Nominal impedance W 110
Cap. conductor a conductory masa @ 1Khz/ pF/m 118155
Cap. between Conductor and other to shield @ 1Khz '
Resistencia malla en DC/shield DC resistance W/Km 27,3425
Cap. entre conductor y conductor a @ 1Khz/ F/

Cap. between conductor to conductor @ 1Khz pH/m 66,916
Resistencia del vivo en DC/

Conductor DC Resistance WiKm 120,112
Inductancia del vivo a 1Mhz/

. H/m 0,397364
Conductor inductance @ 1Mhz H
ATENUACION/ATTENUATION Frec (Khz) dB/100m

348,259 -1,23
2712,935 -6,84
5125,871 -13,07
6814,925 -19,42
7538,806 -19,64
8745,274 -20,60
9469,154 -19,06
9951,741 -21,76
PF" CAPACITANCE conductor & other to shield »£/m CAPACITANCE conductor to conductor
0 62
63
20 64
40 65
66 1\
60 67 J e
80 68 \\II
69
100 A 70 \UI
120 1
72
140 rTTTTTTTT T T T T T T T T T T T T T T T T T T T T T T T T T 73 TTTTr T ITrrrrrrrrrrrrrrrrrrrrr rrrrrIrrriIrTreT

Hz

PSS S é!%@%%@ &

S &

CLLLS®

S L
TSI

Las especificaciones estan sujetas a cambio sin previo aviso Specifications subject to change without prior notice

Diputaci6 203 - 08011 Barcelona - Spain - Tel. 34 93 451 78 30 - Fax 34 93323 7588 - http://www.percon.es

Hz



[ ] @ - Cables Audio & Video - Conexiones - Conectores
- Accesorios - Soporte Técnico

VIDEO & SOUND PROFESSIONAL BROADCAST - Equipos Comunicaciones por Fibra Optica - Calidad Broadcast
AK 4015 DIGITAL TWISTED CU
0111 STAR-QUAD
Ohm/km .
dB ATTENUATION conductor (inner) RESISTANCE
-40 0
-35 50
-30
\ 100
-25
-20 / \ J 150

-15 200

-10 / \
/ 250 <

_5/"'/_’,\/ 300 TTTTTTTTI T T T TTTI T T T T T TIT T T T I T T T T T I T T I rTrI aITT

0 . SELE PP SO P S
PPEFPEL TS S F S TEPTFIESS

ohm/km uR/m conductor INDUCTANCE
shield RESISTENCIA
0 0
5 0,1
10 0,2
0,3
15
0,4
20

05
25 06 A /

- %) 7

35 [~ —
0,8

40 LUNLINNL I I U B B I O | 0,9 LINLINL I B N N B N N O N B N O N O L N O O L O B O

e & $®
CEESLITITISS . TITSSESSSS

7

Las especificaciones estan sujetas a cambio sin previo aviso Specifications subject to change without prior notice

Diputaci6 203 - 08011 Barcelona - Spain - Tel. 34 93 451 78 30 - Fax 34 93323 7588 - http://www.percon.es



