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VIDEO & SOUND PROFESSIONAL BROADCAST - Equipos Comunicaciones por Fibra Optica - Calidad Broadcast
RK 1321 REMOTE RK SERIES
0806

Descripcion/ Description
Serie RK para aplicaciones de control. RK 1321 para sistemas LLC.
ﬂ RK series for control applications. RK 1321 for LLC'’s systems .

Construccion / Construction

COMPOSICION/COMPOSITION: - 3 shielded balanced pairs.
- 3 signal cable.

1. 3 shielded balanced pairs:

1. Cada par/Each pair (3 pares /3 pairs ):

1.1 Conductor:

CuSn

7x 0.20mm A (AWG 24)
UNE 21-064

1.2 Aislante / Insulation:
PE PE H399
A 1,20 mm

1.3 Pantalla general / General Shield:
Drain wire 7x 0,20mm CuSn + Aluminium Foild/Poliester Tape (AI/PET)
UNE 21-064

2. 3 signal cable:

1. Cada conductor/Each conductor (3 conductores / 3 conductors):

1.1 Conductor:

CuSn

7x 0.20mm A (AWG 24)
UNE 21-064

1.2 Aislante / Insulation:
PE PE H399
A 1,20 mm

3. Cubierta general /General Jacket:

A 6,80 mm
PTC UNE 21-031

M Colors: Black, White
MPeso/Weight (Kg/Km) : 70 REVISION DATE: 03-01-2005
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Datos Técnicos / Data Sheet

Propiedades Eléctricas / Electrical Properties

SHIELDED BALANCED PAIR DATA:

REMOTE RK SERIES

Impedancia del nicleo @ 1Khz/impedance @ 1Khz W/Km 81,478
Cap. conductor a conductory masa @ 1Khz/ =
Cap. between Conductor and other to shield @ 1Khz prim 119,751
Resistencia malla en DC/shield DC resistance W/Km 68,6975
Cap. entre conductor y conductor a @ 1Khz/
F/
Cap. between conductor to conductor @ 1Khz pr/m 63,7596
Resistencia del vivo en DC/
. W/Km 81,4427
Conductor DC Resistance
Inductancia del vivo a 1Mhz/
. Hi
Conductor inductance @ 1Mhz HE/m 0,268589
ATENUACION/ATTENUATION Frec (Khz) dB/100m
303,483 -2,69
474,129 -4,88
648,259 -6,11
770,149 -6,71
822,388 -6,93
909,453 -7,33
961,692 -7,65
996,517 -7,93
P CAPACITANCE conductor & other to shield pr/m CAPACITANCE conductor to conductor
104 61,5
106 62
108 62,5
110 A 63
112 i 635 +——
114 | /
116 !\ o \ I
l \ 64,5
118 |l
120 ! \ —— % V
~ 65,5
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Cap. entre conductor y conductor a @ 1Khz/ F/m
Cap. between conductor to conductor @ 1Khz P 39,8289
Resistencia del vivo en DC/
. WIK
Conductor DC Resistance m 78,5405
Inductancia del vivo a 1Mhz/
" H/m 0,745877
Conductor inductance @ 1Mhz H
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SIGNAL CABLE DATA:

\

\

PESESPESS

pF/m
max CAPACITANCE between signal cables

38

38,5

39

39,5

40 \/_,_/
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